
























Orange Avenue Corridor Study 
F D O T  D 5  U p d a t e  M e e t i n g  November 7th, 2016 



O r a n g e  A v e n u e  C o r r i d o r  S t u d y  
 
• Project Overview 

 
• Cross Section Alternatives 

 
• Land Use/Transportation Issues 

 
• Next Steps 

 

Agenda 

 



• Previous studies looked north 
and south of the corridor; 
 

• The City of Edgewood 
requested MetroPlan Orlando 
conduct a context-sensitive 
planning study (similar to the 
other studies north and south of 
the corridor) to make Orange 
Avenue a more livable, 
walkable, and multi-modal 
corridor. 

Overview | Study Area 

Pineloch Avenue 

Hoffner Avenue 



O r a n g e  A v e n u e  C o r r i d o r  S t u d y  

 Overview | Project Purpose 

The project will encourage input and buy-in 
from FDOT District Five (who is responsible for 

the roadway), the community, and agency 
stakeholders. 
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Edgewood 
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FDOT 

MetroPlan 

Project 
Study Team 

Kittelson & Associates, 
Inc. (KAI) 

Community 
Stakeholders 



Jurisdictions & 
Study Area 

Source: Orange County, City of 
Edgewood, and City of Orlando 

Michigan Ave 

Pineloch Ave 

Holden Ave 
Gatlin Ave 

Hoffner Ave 



• Safety – Pedestrian, 

Bicycle, Transit, Autos 

• Beautification/Gateway 

• Redevelopment 

Opportunities 

• Access Management 

• Multimodal Alternatives 

• Traffic Congestion 

Overview | City of Edgewood Issues  
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4 driveway cuts before intersection 
(all could have cross-access easements) 



Overview | Previous Studies 

• (2001) City of Edgewood MP 
“A more livable Edgewood where 

pedestrians, cyclists, transit users and 
motorists peacefully coexist.” 

• (2013) Orange Avenue “North” 
Corridor Plan 
• Safety, Aesthetics, & Multimodal 

Enhancements 
• (2014) City Of Edgewood MP via 

ULI Technical Assistance Panel 
(TAP) 
• Market Viability, Enhance 

Connectivity, Funding Strategies 
• (2014) Orange Avenue “South” 

Corridor Plan 
• Safety, Aesthetics, Multimodal 

Enhancements, & Phasing 
 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  Existing Conditions | Existing Sections 

Hoffner Avenue to Stratemeyer Drive (One-Way Pair) 
Southbound Northbound 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  Al ternat ives|  O n e - Wa y  O p t i o n  2  ( N e a r  Te r m )  



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  Al ternat ives|O n e - Wa y  O p t i o n  3  ( L o n g  Te r m )  



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  Existing Conditions | Existing Sections 

Stratemeyer Drive to Pineloch Ave (Two-Way) 

65’ 



FDOT 3R Project | Project  Overview 

Begin Project 
(Orange Ave & Mandalay Rd) 

City of Edgewood 

City of Orlando End Project 
(Orange Ave & E Grant St) 

Orange County 

Gatlin Ave Holden Ave 

Project Schedule 

Finalize project scope June 2016 

Design FY 2017  

Construction FY 2019 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  FDOT 3R Project| Modified Lane Widths 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  

Option for Restriping: One-Way Split to Pineloch Ave 

Alternatives|Two-Way Cross Section: Option 1b (Long Term) 



O r a n g e  A v e n u e  C o r r i d o r  S t u d y  

Alternatives| Landscape Median and Pedestrian Refuge Island 



O r a n g e  A v e n u e  C o r r i d o r  S t u d y  

• The 11’ median is not achievable 
within the current curb-to-curb 
width (lack of adequate width for 
U-turns) 

• To implement a median, the curb 
has to move 4’-0”. 

• This can be done on either side, 
but in order to avoid a taking, it will 
need to shift back and forth from 
the west and east side throughout 
the corridor assuming the ROW is 
correct. 

FDOT Meeting | U-Turns / Median Width 

11’ median space 
does not allow 
enough width 

Requires 
additional 

ROW Space 
about 18 sqft 

Vehicle used: 
• PV/SUV 

Wheelbase 
Not studied for: 
• Single Unit 

Truck 
• Semi Truck 

Jamaica Ln 

Harbour 
Island Rd 

 



O r a n g e  A v e n u e  C o r r i d o r  S t u d y  

• Maintain sight lines to allow for 
safe traffic movements around 
median islands. 

• Back-of-curb to ROW landscape 
improvements can be 
implemented for a near-term 
beautification improvement. 

FDOT Meeting | Medians / Sight Lines 

Trees, Shrubs, and 
Groundcover (Tree/Palm 
are maxed at 11” caliper 
at maturity 

No Median (ex. 2-way 
left turn lane) 

Only grass or Groundcover 
that does not exceed 24” at 
maturity (NO trees/palms) 

Jamaica Ln 

Harbour Island Rd 

 



O r a n g e  A v e n u e  C o r r i d o r  S t u d y  

FDOT Meeting | Medians / Sight Lines 

Mandalay Rd 

Only grass or Groundcover that does not exceed 24” 
at maturity (NO trees/palms) 

Trees, Shrubs, and Groundcover (Tree/Palm are 
maxed at 11” caliper at maturity 

Stratemeyer Dr 

• Median Improvements at 
Stratemeyer Drive can be 
implemented for a near-term 
beautification improvement. 

 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  

Land Use & Zoning 
“Audit” 

 
Parcel Standards 

 
Vehicular Access & 
Parking Standards 

 
Pedestrian Standards 

Existing Conditions | Land Use & Urban Design 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  LU & Zoning Audit| Parcel Standards 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  LU & Zoning Audit| Typical Parcel Development 

Deep Parcel, Narrow Frontage Shallow Parcel,  
Long Frontage 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  LU & Zoning Audit| Typical Parcel Development 

Lot Size – 57,556 sf (1.3AC) 
(2) Bldgs, 1-Story each Total – 11,391sf 
Parking Req – 58 sp 
Parking Provided – 64 sp 
Impervious Area – 37,836sf (66%) 
Pervious Area – 19,720 (34%) 

Lot Size – 55,170sf (1.3AC) 
(1) 1-Story Building – 12,864sf 
Parking Req – 64 sp 
Parking Provided – 60 sp 
Impervious Area – 46,537sf (84%) 
Pervious Area – 7,468sf (16%) 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  LU & Zoning Audit| Parcel Standards 



O r a n g e  A v e n u e  C o r r i d o r  S t u d y  
  

    
 

    
    

    
  

  

 
 
 

Alternatives| Land Use Changes - SODO 

 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  LU & Zoning Audit| Typical Parcel Development 

• Very little change over time 
• Narrow frontages will limit buildings fronting the 

street because of access needs 
• Deep lots may allow for an alley system over 

time, potentially reducing needs for curb cuts 

• Multiple lots cooperate to meet 
stormwater & parking needs, but: 

• Cross-Access working, but not 
helping Orange Ave 

• Walkability needs are unmet 
because every sf is needed for 
parking 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  LU & Zoning Audit| Pedestrian Standards 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  Alternatives| Access Management 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  Alternatives| Access Management (Ph 1) 

• Cross Access Easements 
• Driveway Consolidation 
• Allow parking to outlet to 

side-streets 



C l i c k  T o  E d i t  M a s t e r  T e x t  S t y l e s  Alternatives| Access Management (Redevelop) 

• Cross Access Easements 
• Driveway Consolidation 
• Allow parking to outlet to 

side-streets 
• Buffer/Stormwater in Back 
• Buildings to Front 
• Require Easement on Front 

for Landscaping and 
Median expansion Parking 



Right-of-Way 
Easements 

Holden Ave 

Gatlin Ave 

+/- 6’-0” on either 
side of Orange 

Avenue 

Further Study 
Needed 

Stratemeyer Drive 

Kelsey Ave 

+/- 6’-0” on east 
side of Orange 

Avenue 



Near-Term Intersection Improvements 

• Purpose: 
• Widen the pavement for 

lengthened side by side left 
turn lanes along Orange Ave to 
service Gatlin Ave and Holden 
Ave.  

• Other improvements include: 
• Removal of the SB continuous 

lane;  
• Pavement widening; 
• Introducing mast arm signals; 
• Upgrading pedestrian features; 
• Drainage improvements. 
 

(2015) FDOT 
SR 527 at Holden Avenue / Gatlin 

Avenue Design 



O r a n g e  A v e n u e  C o r r i d o r  S t u d y  

Alternatives| Holden/Gatlin Redevelopment 

1 

3 

2 

1 

2 

3 

Grid 

Connect Holden (realign Gatlin) 

Connect Gatlin (realign Holden) 



Primary Street (A) 

Secondary Street (B) 

Alley 

Holden, Gatlin, & Orange 
Alignment 

Realignment Alternative 1 | Grid 



Realignment Alternatives | Alt 1 - Grid 

Holden 

Gatlin 

Lk. Gatlin 



Realignment Alternative 2 | Connect Holden 

Holden 

Gat  

Primary Street (A) 

Secondary Street (B) 

Alley 

Holden, Gatlin, & Orange 
Alignment 



Realignment Alternative 3 | Connect Holden 

Holden 

Gatlin 



Realignment Alternative 3 | Connect Gatlin 

Primary Street (A) 

Secondary Street (B) 

Alley 

Holden, Gatlin, & Orange 
Alignment 



Realignment Alternative 3 | Connect Holden 

Gatlin 

ALT 3 NOT ADVANCED 
DUE TO 4F/PARK AND 

RAIL CROSSING ISSUES 



Holden/Gatlin Intersections| Travel Times 

Year 2035 Travel Time Comparison through Holden/Gatlin Intersections 

Scenario 
Northbound Southbound 

AM PM AM PM 

2035 Baseline 3 min, 44 sec 3 min, 37 sec 3 min, 21 sec 5 min, 19 sec 

Alt 1 3 min, 30 sec 3 min, 32 sec 3 min, 27 sec 4 min, 46 sec 

Alt 2 4 min, 5 sec 3 min, 48 sec 3 min, 41 sec 4 min, 41 sec 

1. All scenarios assume the redevelopment of parcels around the Holden/Gatlin intersections consistent with the City’s 
Comprehensive Plan. 

2. Travel time is measured from the nearest signalized intersection to the north (Drennen Rd.) and south (Mary Jess Rd.) for a 
total distance of 1.6 miles.  



O r a n g e  A v e n u e  C o r r i d o r  S t u d y  

Discussion 
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O r a n g e  A v e n u e  C o r r i d o r  S t u d y  
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